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UNIVERSAL ADHESIVE 2 in 1

Suitable for both surface mounting and joint 
profiles.

•  approximate flow rate:  
on 18 m band (diameter 6 mm)

• white colour, can be painted
•  allowed freezing up to –20 °C for up to 45 days

NEW!

MOULDINGS AND PROFILES WALL PANELS WALL PANELSCASINGS

www.ultrawood.eu

september 2024

Skirtings  |  Casings  |  Crown mouldings  |  Mouldings

Profiles  |  Door decor  |  Wall panels

2000 mm *

2200 mm **

2440 mm ***

2800 mm ****

LENGTH 

Ultrawood decor can be 
used in decoration of walls, 
floor and ceiling, doors and 
windows 

Ultrawood profiles 
and panels can be 
painted in any colour.
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ULTRAWOOD 
ARCHITECTURAL DECOR

47 different design of skirtings in the 
range from 30 mm to 230 mm in high

Eco-friendly

Ideal geometry

Simple installation

Shockproof

Ready for painting

Video tutorial 
on installation 
on the site 
ultrawood.eu

Skirtings  |  Casings  |  Crown mouldings  |  Mouldings

Profiles  |  Door decor  |  Wall panels

912-7191 Yonge Street Thornhill, 
ON - L3T OC4, Canada

2000 mm *

2200 mm **

2440 mm ***

2800 mm ****

LENGTH 

SKIRTINGS SKIRTINGS SKIRTINGS CROWN MOULDINGS

Base 1216 CR 2340 N 009


